









































































































































SlimtyppdRICC

EtherCAT bus type

| XLH series

Compatible with most functions of XLME, it has larger program

| XLH series model list

Slim type PLC

Model

capacitygnd_faster processing speeq, supports Ethernet AC power supply DC power supply
.Commum?atlon’ EtherCAT bus, motion control Cc.)mmands such as Relay output | Transistor output | Transistor relay mixed output Relay output | Transistor output | Transistor relay mixed output
interpolation and follow-up, can connect expansion module and left
expansion ED module. . . - - XLH-24A16 .
NPN type - - - - XLH-24A16L -
(@ Program capacity 2~4MB - - - - XLH-30A32 B
@ Max|/0 542 points - - - - XLH-24PA16 -
(3 Basic instruction 0.01~0.05us
@ RS$232, RS485, RJA5 PNP type - - - - XLH-24PA16L -
(® Ethernet communication - - - - XLH-30PA32 -
® X-NET fieldbus
@ EtherCAT bus control
4 channels 100KHz pulse output
© 4 channels high speed counter (up to 200KHz)
Follow-up function
@ 3 axes linear/acrinterpolation
@ 16 channels electronic CAM (XLH-24A16L cannot support)
| Performance specification
Product series XLH- 24A16 24A16L 30A32 Product series XLH- 24A16 24A16L 30A32
Total points 24 24 30 Security function 6-bit ASCII password protection, secret download
Main body I/O Input points 12 12 14 Self-diagnosis function Power on self-test, monitoring timer, syntax check
Output points 12 12 16 Real-time clock Built-in clock, Lithium battery, power off memory
Max I/0 points 536 536 542 SD expansion card -
High speed General pulse output 4 axes 4 axes 4 axes Input relay (X) 1280 points: X0~X77, X10000~X11177, X20000~X20177, X30000~X30077
positioning Differential pulse output - - - Output relay (Y) 1280 points: YO~Y77,Y10000~Y11177,Y20000~Y20177, Y30000~Y30077
) Single/AB phase mode 4 channels 4 channels 4 channels General M 200000 points MO~M199999
:—:‘lgztspeed Input mode oc oc 2 channels differential signal + Auxiliary relay | Power off holding HM| 20000 points HMO~HM19999
2 channels OC Special SM 50000 points SMO~SM49999
Right expansion module 16 16 16 General S 20000 points S0~519999
Expansion X Flow = "
Dl Left expansion module 1 1 1 Power off holding HS | 2000 points HS0~HS1999
BD board - - - ' Specificati 100ms timer: 0.1~3276.7s, 10ms timer: 0.01~327.6Ts,
External interrupt 10 10 10 Bit soft ) pecification 1mstimer: 0.001~32.767s
Interruption Timing interrupt 20 20 20 component | Timer General T 20000 points T0~T19999
Other interrupts High speed counter interrupt, pulse interrupt Power off holding HT | 2000 points HTO~HT1999
c cati Communication port 1 RS232 port, 1 RS485 port, 2 RJ45 ports Precise timing 40 points ETO~ET39
ommunication N Standard Modbus ASCII/RTU communication, free format communication, Ethernet . _bi - O~
finction eI e el communication, CAN co/mmunication (only 30A32 support) Specification égg:: 2232::: E)2134277;5873648~+2147483647

EtherCAT bus control Counter General C 20000 points C0~C19999
XLH-24A16, XLH-30A32: support single axis, axis group motion control and electronic CAM function Power off holding HC | 2000 points HCO~HC1999

XLH-24A16L: support single axis, axis group motion control High speed counter | 40 points HSCO~HSC39
(Note: cannot support electronic CAM function)

Bus function

Special coil for WAIT instruction 32 points SEMO~SEM31
PWM pulse width modulation Support General D 500000 points D0~D499999 500000 points D0~D499999 | 1000000 points D0~D999999
Frequency measurement - Data register | Power off holding HD | 50000 points HDO~HD49999 | 50000 points HDO~HD49999 | 100000 points HDO~HD99999
Precise timing 26 points ETO~ET25 (cannot support this function) Word soft Special SD 50000 points SD0~SD49999
Multi-station control Support component Power off holding FD | 65536 points FDO~FD65535
Program execution mode Cyclic scanning mode FlashROM Special SFD 50000 points SFDO~SFD49999
Programming method Command, ladder chart, C language register Security register FS 48 points FSO~FS47
Power off holding FlashROM , . o ) . ) ) )
T e e 0.02-0.050s 0.02-0.05us 0.01~0.03us *Note: MThe “” in the table indicates that this model doesn't have this function;@Special refers to system occupancy, cannot be used for other purposes.
User program capacity (secret download mode) 2MB 2MB 4MB
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Slim type PLC

EtherCAT bus type

| XL5H series

It is compatible with most functions of XL5E, supports EtherCAT bus,
is equipped with RS$232, RS485 and RJ45 ports, supports 2-channel
pulse output, 3-channel high-speed counting, and supports the
connection of right expansion module and left expansion module.

(D Program capacity 1M

@ Max 1/0 536 points

(3 Basic instruction 0.01~0.05us
@) RS232, RS485, RJ45
(® Ethernet communication

® X-NET fieldbus

@ EtherCAT bus control
2 channels 100KHz pulse output

© 3 channels high speed counter (single phase max 80K, AB phase max 50K)

Follow-up function
@ Online downloading

| Performance specification

| XL5H s

eries model list

Slim type PLC

Model

AC power supply

DC power supply

Relay output  |Transistor output | Transistor relay mixed output Relay output | Transistor output | Transistor relay mixed output

NPN type

XL5H-24A8L -

Product series XL5H-

24A8L

Security function

6-bit ASCII password protection, secret download

Self-diagnosis function

Power on self-test, monitoring timer, syntax check

Real-time clock

Built-in clock, Lithium battery, power off memory

SD expansion card

Product series XL5H- 24A8L
Total points 24
Main body I/0 Input points 12
Output points 12
Max I/O points 536
High speed General pulse output 2 axes
positioning Differential pulse output -
High speed Single/AB phase mode 3 channels
input Input mode oC
. Right expansion module 16
Expansion .
ability Left expansion module 1
BD board -
External interrupt 10
Interruption Timing interrupt 20

Other interrupts

High speed counting interrupt, pulse interrupt

Communication

Communication port

1RS232 port, 1 RS485 port, 1 EtherCAT port, 1 Ethernet port

function

Communication protocol

Standard Modbus ASCII/RTU, free format communication, Modbus-TCP Client/Server, TCP/UDP

Bus function

X-NET fieldbus, EtherCAT bus

PWM pulse width modulation Support
Frequency measurement 3 channels
Precise timing Support
Multi-station control Support

Program execution mode

Cyclic scanning mode

Programming method

Command, ladder chart, C language

Power off holding

FlashROM and lithium battery (3V button battery)

Basic instruction processing speed

0.01~0.05us

User program capacity (secret download mode)

1MB
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Input relay (X) 1280 points: X0~X77, X10000~X11177, X20000~X20177, X30000~X30077
Output relay (Y) 1280 points: YO~Y77,Y10000~Y11177, Y20000~Y20177, Y30000~Y30077
General M 70000 points MO~M69999
Auxiliary relay | Power off holding HM| 12000 points HMO~HM11999
Special SM 5000 points SM0~SM4999
General S 8000 points SO~S7999
Flow Power off holding HS | 1000 points HSO~HS999
) Specification 100m§ timer: 0.1~3276.7s, 10ms timer: 0.01~327.67s,
Bit soft ) 1ms timer: 0.001~32.767s
component | Timer General T 5000 points T0O~T4999
Power off holding HT | 2000 points HTO~HT1999
Precise timing 40 points ETO~ET39
Specification 16—bit counter: 0~32767
32-bit counter: -2147483648~+2147483647
Counter General C 5000 points C0~C4999
Power off holding HC | 2000 points HCO~HC1999
High speed counter 40 points HSCO~HSC39
Special coil for WAIT instruction 32 points SEMO~SEM31
General D 70000 points D0~D69999
Data register | Power off holding HD | 25000 points HDO~HD24999
Word soft Special SD 5000 points SD0~SD4999
component Power off holding FD | 8192 points FDO~FD8191
F:'zsgri]sligy Special SFD 6000 points SFDO~SFD5999
Security register FS 48 points FSO~FS47

“Note: MThe “” in the table indicates that this model doesn't have this function;@Special refers to system occupancy, cannot be used for other purposes.
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Slim type PLC

EtherCAT bus type

| LC5E series

Itis compatible with most functions of XL5E, supports EtherCAT slave
station. It can interact with the master station and supports Ethernet
communication, EtherCAT bus, supports the connection of expansion

module and ED module.

@ Program capacity 1M

@ Max 1/0 544 points

(3 Basic instruction 0.03us
(@ RS232,RS485, RJ45
(® Ethernet communication

® X-NET fieldbus

@ EtherCAT bus control
4 channels 100KHz pulse output

(9 4 channels high speed counter (single phase max 80K, AB phase max 50K)

Online downloading

| Performance specification

el
HIHIE

Product series LC5E- 3274
Total points 32
Main body I/O Input points 16
Output points 16
Max 1/O points 544
High speed General pulse output 4 axes
positioning Differential pulse output -
High speed Single/AB phase mode 4 channels
input Input mode oC
. Right expansion module 16
Expansion .
ability Left expansion module 1
BD board -
External interrupt 10
Interruption Timing interrupt 20

Other interrupts

High speed counting interrupt, pulse interrupt

Communication
function

Communication port

1RS232 port, 1 RS485 port, 2 EtherCAT port, 1 Ethernet port

Communication protocol

Standard Modbus ASCII/RTU, free format communication

Bus function

X-NET fieldbus, EtherCAT bus

PWM pulse width modulation Support
Frequency measurement 4 channels
Precise timing Support
Multi-station control Support

Program execution mode

Cyclic scanning mode

Programming method

Command, ladder chart, C language

Power off holding

FlashROM and lithium battery (3V button battery)

Basic instruction processing speed

0.03us

User program capacity (secret download mode)

1MB
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| LC5E series model list

Slim type PLC

Model

AC power supply

DC power supply

Relay output | Transistor output | Transistor relay mixed output Relay output | Transistor output | Transistor relay mixed output

NPN type - -

- - LC5E-32T4 -

Product series LC5E-

32T4

Security function

6-bit ASCII password protection, secret download

Self-diagnosis function

Power on self-test, monitoring timer, syntax check

Real-time clock

Built-in clock, Lithium battery, power off memory

SD expansion card

Input relay (X)

1280 points: X0~X77, X10000~X11177, X20000~X20177, X30000~X30077

Output relay (Y)

1280 points: YO~Y77,Y10000~Y11177,Y20000~Y20177, Y30000~Y30077

General M 70000 points MO~M69999
Auxiliary relay | Power off holding HM| 12000 points HMO~HM11999

Special SM 5000 points SM0~SM4999

General S 8000 points SO~S7999

Flow Power off holding HS

1000 points HSO~HS999

Bit soft Specification

100ms timer: 0.1~3276.7s, 10ms timer: 0.01~327.67s,
1ms timer: 0.001~32.767s

Timer
T PEIMET General T

5000 points T0O~T4999

Power off holding HT

2000 points HTO~HT1999

Precise timing

40 points ETO~ET39

Specification

16-bit counter: 0~32767
32-bit counter: -2147483648~+2147483647

Counter General C

5000 points C0~C4999

Power off holding HC

2000 points HCO~HC1999

High speed counter

40 points HSCO~HSC39

Special coil for WAIT instruction

32 points SEMO~SEM31

General D 70000 points D0~D69999
Data register | Power off holding HD | 25000 points HDO~HD24999
Word soft Special SD 5000 points SD0~SD4999
component Power off holding FD | 8192 points FDO~FD8191
F'aSthOM Special SFD 6000 points SFDO~SFD5999
e Security register FS 48 points FSO~FS47

“Note: MThe “” in the table indicates that this model doesn't have this function;@Special refers to system occupancy, cannot be used for other purposes.
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Slim type PLC

Basic unit specification

| General specification

| Power supply specification

Bl DC power supply

Item Specification Item Specification
Insulation voltage Above DC500V 2MQ Rated voltage DC24V
Anti-noise Noise voltage 1000Vp-p 1us pulse 1 minute Allowable voltage range | DC21.6V~26.4V
Air No corrosive and combustible gas Rated frequency 120mA DC24V
Ambient temperature | 0°C~55°C Allowable instantaneous
Ambient humidity 5%RH~95%RH (no condensation) power off time 10ms DC24V
Installation Directly mounted on the guide rail Impact current 10A DC26.4V
Grounding The third kind of grounding (not common Max power consumption | 15W (16 points) / 30W (24 points and up)
grounding with strong current system) o 24VDC10% 16 points max 200mA,
ower supply for sensor | 35 points max 400mA
| Input specification
B NPN mode B PNP mode B Differential mode
Item Specification Item Specification Item Specification
Input signal voltage | DC24V+=10% Input signal voltage | DC24V*10% Input signal 5V differential signal
Input signal current | 7mA/DC24V Input signal current | 7mA/DC24V Input max frequency| 1MHz
Input ON current Above 4.5mA Input ON current Above 4.5mA Circuiti . Photoelectric coupling
Input OFF current | Below 1.5mA Input OFF current | Below 1.5mA ircuitinsulation insulation
Input response time | About 10ms Input response time | About 10ms Input action display | LED lights when input is ON

Input signal format

Contactor input or NPN

open collector transistor Input signal format

Contactor input or PNP
open collector transistor

Circuit insulation

Photoelectric coupling

insulation Circuitinsulation

Photoelectric coupling
insulation

Input action display

LED lights when input is ON

Input action display | LED lights when input is ON

Note: XL5/XLSE/XLME series 64 points models have no
“input ON current”, “input OFF current”, and its input
ON voltage is below 9V, input OFF voltage is above 19V.

| Output specification

H Relay output

B Transistor output

B High speed pulse output

External power supply  |Below AC250V, DC30V  External power supply [DC5~30V Model T T4 | T6 | T10
Circuit insulation Mechanical insulation  Circuit insulation Opt: i i i
T X T P o,couPler insulation e pulse YO~Y1|YO~Y3|YO~Y5[YO~Y1l
Action indicator LED light Action indicator LED light output terminal
Resistive load |3A Resistive load | 0.3A External power

Below DC5~30V

Max load |Inductive load|80VA Max load |Inductive load| 7.2W/DC24V supply
Lamp load  |100W Lamp load  |1.5W/DC24V Action indicator | LED light
Min load DC5V 10mA Min load DC5V 2mA Max current 50mA
Response | OFF2ON  |10ms Open circuit leakage ~ |Below 0.1mA Pulse max output 100KHz
time ON—OFF [10ms current frequency
Response| OFF—ON Below 0.2ms
time ON—OFF |Below 0.2ms

| Serial port (RS232/RS485) communication parameter specification

Item

Parameter

Communication mode

Half duplex

Baud rate 4800bps, 9600bps, 19200bps(default), 38400bps, 57600bps, 115200bps

Data type Data bit: 5, 6, 7, 8 (default), 9. Stop bit: 1 (default), 1.5, 2. Parity bit: none, odd, even (default)
Mode RTU (default), ASCII, free format

Station no. 1~255 (default 1)

Delay before sending

1~100ms (default 3ms)

Reply timeout

1~1000ms (default 300ms)

Retry count

1~20 times (default 3 times)
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Expansion unit

In order to meet the application requirements of more occasions, XL series PLC can be equipped with rich I/O expansion module,
analog input and output module, temperature control module and left expansion module. The main body can expand 10~16

Slim type PLC

different type of right expansion modules and one left expansion ED module.

| Left expansion ED module

Analog and temperature expansion module

With D/A, A/D conversion and temperature
measurement function.
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Communication module

PLC can realize CANopen, RS232, RS485

communication.
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| Right expansion module

I/O expansion module

To expand the I/O points, the points include 8~32 points.
The basic unit can extend to 512 points.

The output type includes transistor (T) and relay (R).

Analog and temperature expansion module

It has D/A and A/D conversion functions. XD/XL series PLC
can be applied to temperature, flow, liquid level, pressure
and other process control systems by expanding analog
input/output module and temperature control module.

Adding PID regulation function, it has wider and more
flexible use and higher control accuracy. Only four
parameters need to be set.

Each channel of the temperature control module can carry
out PID control independently, which can be self-tuning,
and exchange information with the main body through
FROM and TO instructions.

| General specification

Iltem

Specification

Using environment

No corrosive gas

Ambient temperature 0°C ~55°C
Storage temperature -20~70°C
Ambient humidity 5~95%RH
Storage humidity 5~95%RH

Installation

Itis directly installed on the guide rail of DIN46277 (35mm width)
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Slim type PLC Slim type PLC

Expansion unit
Right expansion module

| 1/0 expansion module

| Analog and temperature expansion module

It has D/A and A/D conversion functions. XD/XL series PLC can be applied to temperature, flow,
liquid level, pressure and other process control systems by expanding analog input/output

When the number of main body points cannot meet module and temperature control module.

the use requirements, this type of expansion module
can be used to expand the I/O points to 576 points at
most.

Adding PID regulation function, it has wider and more flexible use and higher control accuracy.
Only four parameters need to be set.

Each channel of the temperature control module can carry out PID control independently, which
can be self-tuning, and exchange information with the main body through FROM and TO
instructions.

European terminal: 16/32 points Horn terminal: 16/32 points | External terminal | Tem pe ratu re co ntrol mod u le (PT&TC type)
strip is required
Model Channel Input signal Specification
. e . Power supply for analog DC24V +10%, 50mA
| Dlgltal N put module Pt100, PT1000 platinum thermistor Control pEepc%/sion io.5<)g/0 °
XL-E4PT3-P 4 Measuring temperature range: -100°C ~500°C Resolution 0.1°C
Model ) o P (Digital output range -1000~5000, with sign 16-bit, binary) Comprehensive accuracy +1% (relative max value)
- = Function description Specification .
NPN input PNP input PT conversion speed 450ms/4 channels
TC conversion speed 420ms/4 channels
XL-E16X XL-E16PX 16 channels digital input DC24V power supply ‘ K, S,E,N,B,T, Jand R type of thermocouple PT filter coefficient 0~254
Input filter time 1~50ms optional b e 4 Measuring temperature range: 0°C ~1300°C (type K) 4 groups of PID parameters, support self-tuning
iri : s built-i i i Digital output 0~13000, with sign 16-bit, bi X K : o
XL-E32X XL-E32PX 32 channels digital input External wiring method ;gi:zjz(zp?;l/l\t g;(tt::gllrlgztr;:ir:gl (Digital output range with sign it, binary) function Sampling period optional
block is required
XL-E32X-A XL-E32PX-A 32 channels digital input, horn terminals The wiring method is same to PLC main body
| Analog input module (AD type)
Model Channel Input signal Specification
| Digital output module ) Current input: 0~20mA/4~20mA/-20~20mA
g P XL-E4AD 4 Voltage input: 0~5V/0~10V/-5~5V/-10~10V Power supply for analog DC24V +10%, 150mA
- — — Conversion speed 2ms/channel
Model Function description Specification XL-ESAD-A 8 Current input: 0~20MA/4~20mA/-20~20mA Resolution:
16 channels relay output _ XL-E4AD, XL-ESAD-A, XL-E8AD-V: 1/16383 (14-bit)
XL-E16YR I The module does not require power supply XL-E8AD-A-S, XL-E8AD-V-S: 1/65536 (16-bi
no power supply required , L i - 0~5V/0~10V/-5~5V/-10~ ) : it)
P pplyreq R: output relay. XL-E8AD-V 8 Voltage input: 0~5V/0~10V/-5~5V/-10~10V Comprehensive accuracy +=1%
16 channels transistor output, T: output transistor AD filter coefficient 0~254
HAELET no power supply required R response time is below 10ms XL-E8AD-A-S 8 Current input: 0~20mA/4~20mA/-20~20mA Channel enable bit is added
T6ch s transist out ;"GSP?”SZ time 't§ beéi\vy %Z?fs SOVA AD channel has the functions of short circuit,
. g Channels transistor output, max load: resistive Inauctive N A\ 8 Vi H - 0~5V/0~10V/-5~5V/-10~10V open circuit and over range detection
XL-EI6YT-A no power supply required, horn terminals T max load: each point max output current is 0.3A XL-EBADV-S oltage input: 0~5V/0~10V/-5-5V/-10~10 P &
- External wiring method: 16YR, 16YT, 32YT: built-in terminal strip
XL-E32YT 32 channels transistor output, 16YT-A, 32YT-A: external terminal block
no power supply required is required
. The wiring method is same to PLC main body | Analog Output mOdUle (DA type)
XL-E32YT-A 32 channels transistor output,
3 - no power supply required, horn terminals Model Channel Output signal Specification
Voltage output: 0~5V/0~10V/-5~5V/-10~10V Eower supply for da;alog ECMVI +10%, 150mA
XL-E4DA 4 (external load resistor 2kQ~1MQ) onversion spee ms/; anne
O~ B Resolution 1/4095 (12-bit)
| D t l | O d l Current output: 0~20mA/4~20mA c henei T 10
Igl a / module (external load resistor less than 500Q) omprehensive accuracy =17
Channel enable bit is added
Model
NPN input PNP input Function description Specification
XL-ESX8YR | XL-ESPX8YR 8 channels digital input, DC 24V power supply ) | Analog output module (DA type)
- - 8 channels relay output Input filter time 1~50ms optional
R:output relay_ Model Channel Input/output signal Specification
8ch Is digital input T: output transistor Input [Output
channels digitat Input, R response time is below 10ms
XL-E8X8YT XL-E8PX8YT 8 channels transistor output T response time is below 0.2ms Power supply for analog DC24V £10%, 150mA
R max load: resistive 3A inductive 80VA Current input: 0~20mA/4~20mA/-20~20mA ﬁ]%nuvterr;g?ui%e:?/i?;égh(zig_n;lt)
XLEIGXI6YT | XLE16PX1EYT 16 channels digital input, T max lTad.:.each por:anax output current is 03;\ " xo::age mptuttO:)E:\g/V()/B{(i\(I)/V/S.ESL\é/V/l()IEJ{()l\(/)V Output resolution 1/4095 (12-bit)
3 ] 16 channels transistor output External wiring method: 8X8YR, 8X8YT, 16X16YT: built-in XL-E4AD2DA 4 2 oltage output: ; Comprehensive accuracy +1%
terminal strip (external load resistor 2kQ~1MQ) X L "
AD filter coefficient 0~254
X s disital 16X16YT-A, 16PX16YT-A: external Current output: 0~20mA/4~20mA Channel enable bit is added
XL-EL6X16YT-A | XL-EL6PX16YT-A ig channelst |g|tq anut,t « horn terminal - ) terminal block_is required (external load resistor less than 500Q) AD channel has the functions of short circuit,
channels transistor ouiput, horn terminals The wiring method is same to PLC main body open circuit and over range detection
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Slim type PLC Slim type PLC

Expansion unit Accessories

| Weighing extension module | Basic unit accessories list
It i§ usﬁed to convert the analog signgl pfthe load cgll intp djgital signal. The ' : Name Model Description Product drawing
weighing module has the characteristics of dynamic weighing, small volume, . o
stable performance, simple and applicable operation il C LT XVP/DVP For communication and program uploading/downloading (ﬁ\l
’ ’ programming cable r_k_t\h__,
It can be widely used in seed, chemical industry, grain, feed weight control
and other occasions. g:r?vte(;tzernal [porid USB-COM For the conversion of DB9 female port and USB port ﬁ rar x ’-L
@ New algorithm, comprehensive optimization of hardware system,
faster and more accurate weighing control U e JC-UALS Special USB download cable for Xinje products (except the products without USB-B ’9
@ Up to 4 analog voltage signals of load cells can be collected at the same time port)Black, with double magnetic rings to improve anti-interference ability o
® High performance AD conversion, sampling speed up to 450 times/s
@ Display accuracy up to 1/300000 XL-EIWT-D/XL-E2WT-D XL-E4WT-D DB9 to RS485 JC-EB-length DB9 to RS485 cable, for the RS485 communication between HMI and PLC, a
® Automatic zero tracking function cable 8 There are three models for selection: JC-EB-3 (3m), JC-EB-5 (5m), JC-EB-8 (8m)
® Thg real-time data communicates.with PLC at high speed through the bus, CNET feldb Used together with XD-NE-BD or XD-NES-BD ;
which does not affect the conversion speed - 4 Hlelats JC-EA-length | There are 7 models: JC-EA-1 (1m), JC-EA-05 (5m), JC-EA-10 (10m), JC-EA-20 (20m), é
cable JC-EA-30 (30m), JC-EA-50 (50m), JC-EA-100 (100m)
Item Specification
Model XL-EIWT-D,XL-E2WT-D,XL-E4WT-D . . . .
Analog input range DC-20~20mV | Special power supply module | XL series terminal resistance
AD acFualresolutlorn 1/8388607 (23Bit) B XL-P50-E B XL-ETR
Max display resolution 1/500000
Nemlinear 0.01%F.S XL independent power supply ensures the normal operation of PLC in XL series terminal resistance module is required when external right
- — - - a good and reliable power supply system, which can prolong the service expansion module is connected. Only for expansion module hardware
Conversion speed 150 times/s, 300 times/s, 450 times/s life of PLC. version H3.1 and up.
Power supply DC24VE10% P
—— - Specification
Sensor excitation power supply 5VDC/120mA, four 350Q load cells can be connected in parallel
AC85-265V
DC24V
. 2A
Left eXpa n S I O n E D l I l Od u le No corrosive and combustible gas
0°C~60°C
XL series left expansion ED module has the type of DA, AD conversion, temperature measurement, RS232, RS485 communication. 5%RH~95%RH (no condensation)
XL series basic unit can connect 1 ED module (XL1 cannot support). Directly mounted on the guide rail
| Analog and temperature expansion ED module The third kind of grounding (not common
grounding with strong current system)
Model Input/output signal Specification
XL-4AD-A-ED 4 channels current input: 0~20mA/4~20mA | XL Series external terminal block
XL-4AD-V-ED 4 channels voltage input: 0~5V/0~10V Powerst_Jpply of module: DC24V+10%, 150mA S . .
Conversion speed: 10ms (all the channels) Some basic units and expansion modules need external terminal blocks,
XL-4DA-A-ED 4 channels current output: 0~20mA/4~20mA Xinje provide adapter terminal and connecting cable required by the following products.
XL-4DA-V-ED 4 channels voltage output: 0~5V/0~10V AD/DA: - - -
2 channels current input: 0~20mA/4~20mA Current/voltage input resolution: 1/4095 (12-bit) Product model | Terminal block model | Adaptive connecting cable
XL-2AD2DA-A-ED 2 channels current output: 0~20mA/4~20mA Current/voltage output resolution: 1/1023 (l(ibit) XL5-64T10 JT-E32X+JT-E32YT
AD/DA i hensi 1 E1% - i -
XL-2AD2DA-V-ED 2 channels voltage input: 0~5¥/0~10V AD/filte(lz'ocg\(l;frisclic()e%’cc'c:)TgSri sreveatdEer =R okt TESHITEST
] - 2 channels voltage output: 0~5V/0~10V : XL5E-64T10 JT-E32X+JT-E32YT
2 channels current input: 0~20mA/4~20mA PT: XLME-64T10 JT-E32X+JT-E32YT
XL-2AD2PT-A-ED : . ' : S
2 channels temperature input: PT100 platinum thermistor Temperature measurement range: -100~500°C XL-E32X-A JT-E32X jglg%“mg ?1)32;
XL-2AD2PT-V-ED 2 channels voltage input: 0~5V/0~10V . i DIgIFal output range: -1000~5000 XL-E32PX-A JT-E32X JC-TE32-NN15 (1.5m) “Note: @ When connecting, the end closing to the transparent heat
2 channels temperature input: PT100 platinum thermistor PT filter 0~254 6X16 shrinkable tube and wrapping the model is connected to the
2 channels current output: 0~20mA/4~20mA Temperature input resolution: 0.1°C L JTEIGXIGYT PIBC_ o7 moduleBand the oéher end is connected to the terminal block,
XL-2PT2DA-A-ED L el ) PT channel comprehensive accuracy: +0.8% XL-E16PX16YT-A | JT-E16X16YT whichicaninotbelreversed:it
2 channels temperature input: PT100 platinum thermistor of the full scale XL-E32YT-A JT-E32VT @ oge 64 points basic uniErlweeds 2 special terminal blocks and 2
2 channels voltage output: 0~5V/0~10V adaptive connection cables.
XL-2PT2DA-V-ED 2 channels temperature input: PT100 platinum thermistor pLELE T JT-EL6VTA
| Communication expansion ED module | Program donwloader
— W JD-PO3
Model Description . .
@ Without computer, it can be used for program and data transfer and
NES D For the XL series PLC left side to expand R$232 or RS485 port. Only one can be used between download between multiple Xinje PLCs. It must be used together with
-NES- RS232 and RS485, serial port is COM3 JC-ED-25 and USB-COM (hardware version H2).
@ Suitable PLC: uploading requires the XD/XL/XG2 series PLC or ZG/ZP
CANopen communication module. series integrated controller firmware version v3.4.6 or v3.5.3 (Ethernet
XL-COBOX-ED (D The communication speed can up to IMbps (2 64 communication nodes models) and up. Downloading requires the PLC firmware v3.4 and up.
) ) (3 Support master station and slave station mode @ The reliability of the system is improved ® JD-P03 has small size and footprint.
(® Heartbeat protection ® Simple wiring . ) )
Note: please refer to the manual for details. XDH, XC series PLC are

not supported temporarily.
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Slim type PLC

Dimension drawing ...

| XL series PLC basic unit
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Suitable models
Series | XL1 | XL3 | XL5 | XLSE
Points 16 points

Note: the location of USB port for XL1-16T is RS232 port.
XL5E-16 is double Ethernet ports.
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Suitable models

Series XL5E XL5N XLME
Points 32 points
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Suitable models
Series XLH [ XL5H
Points 24 points
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Suitable models
Series LC5E
Points | 32 points
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Suitable models
Series XL3 ‘
Points 32 points
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Suitable models
Series | XL5 XLSE | XLME
Points 64 points

“Note: XL5-64 doesn't have two Ethernet ports.
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Suitable models

Series XLH

Points 30 points

| XL series right expansion module
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Suitable models Suitable models
Module type |Digital value| Analog value Module type | Digital value
8X/8Y 16YT-A
Models 16X All 16X16Y-A
Models ———_——
16Y 32X-A
32YT-A

| XL series left expansion ED module

1115

Suitable models
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Module type | Analog

value| Communication

Models All

XL-NES-ED

| XL series power supply module
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Slim type PLC
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Suitable models

Module type |Digital value

Analog value

16X16Y

Models

32X

32Y

4WT-D

| JT series external terminal block
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